incle 7 A

MICROPHONE CABLE ASSEMBLY

Select connector type

27

JC-1001 JC-1002 JC-1008 JC-1009 JC-1010
JC-1011 JC-1012 JC-1013 JC-1014 JC-1017 JC-1018

Select cable type

*  24AWG conductor size

JC-2222 OFC spiral shield

+  PVCjacket
*«  24AWG conductor size

*  Aluminum foil + OFC
JC-2201 spiral shield

«  PVCjacket
«  22AWG conductor size

JC-2204 - OFC braid shield
«  PVCjacket
*  24AWG conductor size

JC-2241 . oFc spiral shield

+  PVCjacket

Zip tie for managing cables

Length:

1M/3M/5M/10M/
Customized length
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irclse 7 A
SPEAKER CABLE ASSEMBLY

Select connector type

JC-1801 JC-1802 JC-1803 JC-1804

U 4

JC-1805 JC-1806 JC-1807

Select cable type

, * multiple conductor size

W +  PVCjacket
Item JC-2133
Conductor 0.75/1.0/1.5/2.0/2.5/4.0mm? OFC
Insulation Nonwoven fabric
oD 7.0-11.5mm
Color [ | [ |
Peak temperature -20°C to 70°C

Zip tie for managing cables

Optional cable tie
Length:

1M/3M/5M/10M/
Customized length
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incle 7 A

RCA CABLE ASSEMBLY

Select connector type

2 2
JC-1102 JC-1104 JC-1106

Select cable type

Item

Conductor (0.1mm*20)*2 OFC

Shield (0.1Tmm*32)*2 OFC spiral shield
oD 4mm*2

Color [ |

Peak temperature -20°C to 70°C

Product set

RCA to RCA

b—m

RCAto 3.5mm TRS
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incle 7 A

6.35MM CABLE ASSEMBLY

Select connector type

a4

JC-1401 JC-1403 JC-1405

JC-1417 JC-1419

Select cable type

Item

Conductor (0.Tmm*20)*2 OFC

Shield (0.1mm*32)*2 OFC spiral shield
oD 4mm*2

Color [ ]

Peak temperature -20°C to 70°C

Product set

Dual 6.35mm TS to dual 6.35mm TS Dual 6.35mm TS to 3.5mm TRS

6.35mm TS to 6.35mm TS j 6.35mm TS to 6.35mm TS t

¥ ¥

, Y @ N
4 I www.akeaudio.com &O\ (0574 ) 83069668 [ l export@akeaudio.com
C v,
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3.5MM CABLE ASSEMBLY

Select connector type

) 7% W/,
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JC-1651 JC-1653 JC-1654 JC-1655 JC-1656 JC-1657 JC-1658

Select cable type

Item

Conductor (0.Tmm*20)*2 OFC

Shield (0.1mm*32)*2 OFC spiral shield
oD Amm*2

Color [ |

Peak temperature -20°C to 70°C

Product set

- R R —— e el SR -

3.5mm TRS to 3.5mm TRS

Dual 6.35mm TS to 3.5mm TRS

ib—w

RCA to 3.5mm TRS
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MULTICORE CABLE

Select connector type

27

JC-1001 JC-1002 JC-1008 JC-1009 JC-1010
JC-1011 JC-1012 JC-1013 JC-1014 JC-1017 JC-1018

Select cable type

+  27AWG conductor size
JC-2701 «  Aluminum foil shield

* 2coresto8cores

Product set

Length:

5M/10M/Customized
length

Metal strain relief
bushing

Multi-colored inner jacket
and letter identification
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incle 7 A

STAGE BOX

Select connector type

&

JC-1001 JC-1002

JC-1008 JC-1009 JC-1010

JC-1011 jc-1012 jc-1014 jC-1017 Jc-1018
Select cable type Jc1217 Jc1218

« 27AWG conductor size
JC-2701 «  Aluminum foil shield

* 12 cores to 48 cores

Product set

Length:

15M/30M/50M/
Customized length

Multi-colored inner jacket
and letter identification

Optional combo
inputs
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MULTICORE CABLE WITH REEL

Select connector type

7/

JC-1001 JC-1002 JC-1007 JC-1008 JC-1009 JC-1010
Jc-1011 jc-1012 Jc-1013 jc-1014 jc-1017 jc-1018
e — " Ty -

C )

Select cable type Jc1217 Jc1218

27AWG conductor size

JC-2701 «  Aluminum foil shield

12 cores to 48 cores

Product set

Length:

30M/50M/Customized
length

Optional combo
inputs

Multi-colored inner jacket
and letter identification
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